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MCT735A: Key Advantages Summary

System:
Latest PXA3I20 Processor @ 806 MHz
256ME RAM / 1GB Flash
Windows Mobile 6.5 Classic and Professional
User accessible micro 3D Slot for expansion

Connectivity:
WWAN: HSOPA or COMA EVDO Rev A
WLAN: BO2.11a/biy wf CCHvd & FIPS 140-2
WRAN: BT 2.0 w/EDR (radio is BT2.1 capable)
Integrated GPS
IrDA; USB 1.1, R5232

Data Capture:
10 scanner (SES50) or
20 Imager (SE4500)
3MP color cammera for hi-guality image capture

Voice Support:
WOVAN, VOWWLAN
High-guality Spe akerphone
Speaker phone, Headset and Handset modes
Supported for TEAM Yaice Client

( Superior Ruggedness:

5 ft drop to concrete at room temperature
Iultiple 4 f drops to concrete across the operating
temperature range

1000 ¥ermeter tumbles at room termperature
IP54 sealed

Design and Ergonomics:

Straight shooter scanner and imager for
optimal scanning experience

Display:
35" Color VA
Wigible in a variety of lighting conditions

Keypad Entry:
Mumeric, DSD, GWERTY, GWERTZ,
AFERTY

Front and Side Scan Trigger Buttons
Optirnized for one-handed operation

Battery:
1950, 3600 or 4800 mAh Li-lon Battery

Support for IST:
Display ¢ Power Managerment
Free fall detect Indicators

| Accessory eco-system:
Backwards compatible with existing MC70/75
Accessores
Snap-on accessory suite

Biometric finger print & smart card reader, Magnetic
Stripe Reader, Debit card reader

Broad array of Matarola and 3rd party accessoriess
peripherals such as RFID

Supported on the Universal Accessory System™ (2010)
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System:
Latest PRA3I20 Processor @ 506 MHz
256MB RAM / 1GE Flash
Windows hiobile 6.5 Classic and Professional
User accessible micro 5D Slot for expansion

Connectivity:
WAN: HSDPA or COMA EYDO Rev A
WWLAN: 802 11a/bfy wi CCHvd & FIPS 140-2
WRARN: BT 2.0 w/EDR (radio is BT2.1 capable)
Integrated GRS
IrDA; USB 1.1, R5232

Data Capture:

1D =canner (SES50) or
20 Irnager (SE4500)
3P color camera for hi-guality image capture

Voice Support:
WOWAN, WY LAN
High-guality Speakerphone
Speaker phone, Headset and Handset modes
Supported for TEAM “Woice Client

( Superior Ruggedness:
5 ft drop to concrete at room termperature

Multiple 4 ft drops to concrete across the operating
temperature range

1000 Yermeter tumbles st room temperature
P54 zealed
-10C to +50C operating temperature

MC75A (MPA 2.0 Refresh) — Q1/Q2 2010
Premium 3.5G Rugged EDA — Leading Edge & Field Proven

Design and Ergonomics:

Straight shooter scanner and imager for
optimal scanning experience

Display:
38" Color YGA
isible in & variety of lighting conditions

[ Keypad Entry:

Murneric, DED, GWERTY, WERTZ,
AZERTY

Front and Side Scan Trigger Buttons
Optimized for one-handed operation

Battery:
1950, 3600 or 4800 mAh Li-lon Battery

L=
Support for IST: Q
Display / Power Managerment 2
Free fall detect Indicators

MAX Sensor

| Accessory eco-system:
Eackwards compatible with existing MC7 075
accessories
Snap-0n accessory suite
Biometric finger print & smant card reader, Magnetic
Stripe Reader, Debit card reader
Broad array of Maotorola and 3rd party accessaories/
peripherals such as RFID
Supported on the Universal Accessory Systern™ (2010)
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